
A

A

ABCD

1

2

3

4

UAD-RD-0009 REV.0[201112]

UJU Electronics co,.Ltd.

(주)우주 일렉트로닉스 
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REV REVISION RECORD DATE DRWNCHKD APVD

A RELEASED(RD-2019-114) 2019.07.22 KH KH CY

B RELEASED(RD-2019-162) 2019.11.13 JH KH CY
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BAND_CABLE_ 6MATERIAL

 SEE TABLE
FINISH/COLOR CUSTOMER DRAWING NO

SEE TABLE DRAWING KH1800116
WEIGHT LOC RESTRICTED TO SIZE SCALE SHEET REV
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PRODUCT SPEC APPLICATION SPEC
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BAND_CABLE_ 6 KH1800116-30 PA66 GRAY

BAND_CABLE_ 6 KH1800116-20 PA66 BLACK

NO. DESCRIPTION PART NO. MATERIAL FINISH/COLOR

ITEM SPECIFICATION REMARK

MOUNTING HOLE
INSERTION FORCE 6kgf MAX.

INITIAL 
RETENTION FORCE 3kgf MIN.

WIRE FASTENING
 PART

INSERTION FORCE 7kgf MAX. INITIAL
ENDURANCERETENTION FORCE 10kgf MIN.

도면 배포 이력 관리(설계 변경 이력)
REV. DATE 수정내용 수정배경(원인 ) 결과 EC NO. 비고

1 2019.02.26 최초 발행 RD-2019-004

2 2019.05.28 전선체결부 강성 보강
로트마크 변경
삽입부 지름 변경(6.25->6.0)

SPEC 불만족
덕일산업 요청
삽입력 개선

EC 대기중

A 2019.07.22 양산도면 배포 RD-2019-114

B 2019.11.13 도면 오기 수정 RD-2019-162

LOT MARK.

NOTE.
1. GENERAL TOLERANCE : SEE TABLE
2. UNLESS OTHERWISE SPECIFIED DRAFT ROUND R0.3 OR C0.3 MAX.
3. BURR AND WARPAGE WILL NOT BE HARMFUL FUNCTIONALITY
4. ALL LETTERS SHALL BE CLEAR AND LEGIBLE. DEPTH 0.1 MIN.
5. ALL CAVITYES ARE TYPICAL
6. SURFACE DEFECTS ARE NOT ACCEPTABLE AS FOLLOW, SINK
   WELD LINES, HAIRCRACKS, STRAINS & SCORES.
7. APPLICABLE WIRE BUNDLE SPECIFICATION : 2.7 ~ 10
8. USE THE GIVEN PLASTICS/DIE CASTING HOLE (MOUNTING HOLE)
   
 
 
 
 
 
 
 
 
 
 
 
 
 
  
9. THIS PRODUCT IS FOR THE AUTOMOTIVE LAMP
10.EVALUATE ACCORDING TO ES91600-00. BUT JUDGMENT FOLLOW 
   THE TABLE BELOW.

UJU LOGO.

PART NO.

CAVITY MARK
3D VIEW

SECTION  A-A
SCALE  2:1

PLASTICS HOLE SPEC. DIE CASTING HOLE SPEC.
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