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UAD-RD-0008 REV.0[201112]

UJU Electronics co,.Ltd.

(주)우주 일렉트로닉스 
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C KH1600059-21 0.3, 0.35 1.2 - 1.5 1.8 1.7 0.9 2.1 2.1 1.1 2.5�#�0.1 1.3 0.77 1.4 MAX. 1.4

REV PART NO. WIRE RANGE INSULATION RANGE A B C D E F STRIP LENGTH CCW�#�0.05 CCH�#�0.03 ICW�#�0.1 ICH�#�0.1
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A RELEASE 17JUL'18 SH MJ

B REVISED (RD-2020-086) 26JUN'20 JH
(RYU) KH CY

C REVISED (RD-2020-142) 23OCT'20
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020 CLEAN BODY FEMALE TERMINALMATERIAL

 COPPER ALLOY
FINISH/COLOR CUSTOMER DRAWING NO

PRE-TIN DRAWING KH1600059
WEIGHT LOC RESTRICTED TO SIZE SCALE SHEET REV

 0.063 A2 10:1 1  OF 1 C
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1. GENERAL TOLERANCE: �#�0.2, ANGLE �#�3�$� 
2. 0.8~1.5um Min. TIN PLATED(REFLOW)
3. NO CABLE SEAL APPLICATIONS
   USE WITH BLOCK SEAL FOR SEALED APPLICATIONS
4. MATING TAB THICKNESS: 0.4MM 
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UNWINDING DIRECTION ON THE TOP OF REEL

SECTION  A-A
SECTION  B-B
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