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UJU Electronics co,.Ltd.

(주)우주 일렉트로닉스 
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FINISH/COLOR CUSTOMER DRAWING NO

- DRAWING KH1900044
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PRODUCT SPEC APPLICATION SPEC
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UNIT

REV REVISION RECORD DATE DRWN CHKD APVD

A RELEASED (RD-2021-022) 23.FEB'21 DR KH CY

CODE A
(NATURAL)

CODE B
(BLACK)

2 020_D_12P_TPA_HSG_GR - PBT-GF10 GREEN 1 1

1
020_D_TR_12F_HSG_BK B PBT-GF15 BLACK 1 -

020_D_TR_12F_HSG_NR A PBT-GF15 NATURAL - 1
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REV NO. ECO NO. EC DATE EC 내용 비고

1 RD-2019-109 2019.07.16 최초 도면 배포

2 RD-2019-169 2019.12.02 원재료 변경 (PBT-GF10 --> PBT-GF15) DV 성능 개선 목적

A RD-2021-0222021-02-22 양산도면 최초 배포

NOTE.
1. GENARAL TOLERANCE : 0.3, 3
 
2. DELIVERY CONDITION : TPA FIRST LOCK POSITION
 
3. BURR SIDE IS NOT PERMITTED.
 
4. NO CRACK.
 
5. ALL LETTERS SHALL BE CLEAR AND LEGIBLE
 
6. APPLICABLE RECEPTACLE TERMINAL : 
  - 020_D_F_TML : KH1700007-22
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EXPLODED VIEW

ISO VIEW
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